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Manufactured by

» dynathermr '

PP-R PIPE SYSTEMS

7

~ MADE IN GERMANY

PP-RCT/Faser (Fibre)
Composite Pipe System

What are the Advantages?

Outer pipe PP-RCT

Middle layer
PP-RCT/PP glass fibre

Inner pipe PP-RCT

PP/GLASS FIBRE REINFORCED PIPE

e MASSIVE REDUCTION IN THERMAL EXPANSION AND
CONTRACTION: COEFFICIENT =0.035mm/m/°C

e GREATER RIGIDITY ALLOWING INCREASED SPACINGS
BETWEEN SUPPORTS
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PP-R PIPE SYSTEMS

FUSION WELDED EXTREME RESISTANCE TO
JOINT STRENGTH CORROSION, DEPOSITS
AND ABRASION

COST EFFECTIVE

ADVANCED PP-RCT 50 YEAR DESIGN
RAW MATERIAL LIFE
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PP-R PIPE SYSTEMS

$

EASY TO INSTALL LOW LIFE CYCLE COSTS
s
B
WIDE RANGE OF SAFE FOOD GRADE
FITTINGS AND RAW MATERIAL

FABRICATION OPTIONS
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NO THRUST HIGH STRENGTH
RESTRAINT REQUIRED & FLEXIBILITY

HIGHEST QUALITY
-MADE IN GERMANY

HIGH CHEMICAL
RESISTANCE

%

LOW THERMAL
CONDUCTIVITY
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~ PP-R PIPE SYSTEMS

Pipe Dimensions Chart

Climatec SDR 11 Watertec SDR 9
PP-RCT/ FIBRE PP-RCT/ FIBRE SSO[:.II‘D7V‘\‘I:II.DI:I:(I:I;I-E
COMPOSITE PIPE COMPOSITE PIPE
Internal @ Internal @ Internal @
mm mm mm
20 15.4 20 14.4 20 14.4
25 19.4 25 18.0 25 18.0
32 26.2 32 24.8 32 23.2
40 32.6 40 31.0 40 29.0
50 40.8 50 38.4 50 36.2
63 51.4 63 48.8 63 45.8
75 61.4 75 58.2 75 54.4
90 73.6 90 69.8 90 65.4
110 90.0 110 85.4 110 79.8
125 102.2 125 97.0 125 90.8
160 130.8 - - 160 116.2
180 147.2 - - 180 -
200 163.6 - - 200 145.2
225 184.0 - - 225 -
250 204.6 - - 250 181.6

PP-RCT/ FIBRE COMPOSITE PP-RCT SOLID WALL PIPE
PIPE



Operating Pressures . dynatherme
& Service Life

Extract from Table 11 — Allowable operating pressures for
DIN 8077:2008-09 PP-RCT pipes conveying water, safety factor
) (SF) =1,25
Standard Dimension Ratio SDR
Temperature Service 1 2 L4
P Life PP-RCT
Allowable operating pressure (Bar)
1 19,9 25,0 31,5
5 19,3 24,2 30,5
° 10 19,0 23,9 30,1
20 C 25 18,6 23,5 29,6
50 18,4 23,1 29,2
100 18,1 22,8 28,8
1 14,8 18,6 23,5
5 14,3 18,0 22,6
° 10 14 1 17,7 22,3
40 C 25 13,8 17,3 21,8
50 13,6 17,1 215
100 13,3 16,8 21,2
1 10,7 13,5 17,0
5 10,3 13,0 16,3
60°C 10 10,1 12,7 16,0
25 9,9 12,4 15,7
50 9.7 12,2 154
Q . Vi
5 8,6 10,9 13,7
70°C (0 8 0
25 8,3 10,4 13,1
U o U Y
1 7.5 9,5 11,9
o OO0 Vi
80 C 10 7.0 8,9 11,2
0.9 3.0 09
1 5,6 71 8,9
95°C 6 8
(10)a (5,2) (6,6) (8,3)

a The values in brackets apply where testing can be shown to have been carried out for longer than
one year at 110 °C.
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