Up PIPE
) SYSTEMS

Electrofusion Live Tapping Saddle

PE100-SDR11 - SDR21 - PN16 WATER - 1000KPA GAS

SIZE CODE L H h w SIZE CODE L H h w
40 x 25 2214-4025 105 110 50 120 180 x 40 2214-1840 165 183 147 146
40 x 32 2214-4032 105 110 50 120 180 x 50 2214-1850 165 183 147 146
50 x 25  2214-5025 105 110 50 120 180 x 63 2214-1863 165 183 147 146
50 x 32 2214-5032 105 110 50 120 200 x 32 2214-2032 105 122 132 120
63 x 25 2214-6325 105 19 62 120 200 x 63 2214-2063 165 183 157 146
63 x 32 2214-6332 105 19 62 120 225 %63 2214-2263 165 183 169 146
63 x40 2214-6340 165 155 59.5 146 250 x 32 2214-2532-TL 165 183 182 146
63 x50 2214-6350 165 155 59.5 146 250 x 63 2214-2563-TL 165 183 182 146
63 x63 2214-6363 165 155 59.5 146 280 x 63 2214-2863-TL 165 184 196 146
75 %25  2214-7525 105 110 77 120 315 x 63 2214-3163-TL 165 187 217 146
75x 32 2214-7532 105 110 77 120 355 x 63 2214-3563-TL 165 187 238 146
75 x40  2214-7540 165 152 57 146 400 x 63 2214-4063-TL 165 190 262 146
75 x50 2214-7550 165 152 57 146 450 x 63 2214-4563-TL 165 180 287 146

75x 63 2214-7563 165 152 57 146
* The above saddles are Top Load saddles as indicated by
90 x 25 2214-9025 105 110 77 120 “TL” in the code.

80 x 32 2214-9032 105 10 77 120

90 x 40 2214-9040 165 152 57 146 « Larger sizes and a range of other offtake sizes are
available on request.

90 x50 2214-9050 165 152 57 146
90 x 63 2214-9063 165 152 57 146

» Tapping keys are stocked to suit saddles

10 x 25  2214-1125 105 n7 87 120

110 x 32 2214-1132 105 17 87 120 E——
110 x 40 2214-1140 165 176 105 146 [

110 x 50  2214-1150 165 176 105 146 H

110 x 63  2214-1163 165 176 105 146

125 x 25  2214-1225 105 n7 95 120
125 %32 2214-1232 105 n7 95 120
125 x40  2214-1240 165 178 12 146
125 x50 2214-1250 165 178 12 146
125 x63 2214-1263 165 178 12 146
140 x 63 2214-1463 175 180 134 18
160 x 32 2214-1632 105 122 12 120

160 x 63  2214-1663 165 182 137 146
180 x 25 2214-1825 105 122 122 120
180 x 32 2214-1832 105 122 122 120

Comments:

Check that both pipe(s) and fitting to be joined are compatible, only compatible materials should be joined
together. Check the PN and SDR rating marked on fitting and compare with that of the pipe. If in doubt, seek
advice from the manufacturer. Correct installation procedures should be followed.

The designs, materials and specifications shown are subject to change without notice.
This is due to the continuous development of our product range

Contact our technical team for further information.
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